
Product Specification Data

CLEAR MOUNTING FILM

Description
Briteline standard clear mounting film has a permanent adhesive on both sides of a polypropylene carrier. This 
mounting film is designed for photograph and digital print mounting. The liner is a 60 lbs. bleached kraft paper.  
Outdoor durability on the clear version is up to 2 years. This Product contains a water-based acrylic adhesive. 

Briteline standard clear mounting film is great for all 
general mounting needs, specifically for photograph and 
digital prints to flat substrates. 

Applications
50°F (minimum for substrate)

-40°F to 180°F

Temperature Ranges
Application Temperature:
Service Temperature Range:

Available Sizes
BL-MFC38200
BL-MFC51200

38” x 200’
51” x 200’

Expected Exterior Exposure
Up to 2 years

Statement of Practical Use
We believe the information on this product to be accurate. However, since we cannot anticipate or control the conditions under 
which this information or our products may be used, we cannot guarantee results obtained through their use. Tests of our products 
should be made by users to determine the suitability of these products for a specific purpose. The products are sold without 
warranty, either express or implied. The purchaser should refer to Grimco, Inc’s price list for terms and conditions or sale, including 
disclaimer of warranties and limitation of liability.

Adhesion
Substrate, Stainless Steel 24 hours - 2.8lbs/in

Thickness
Carrier: Clear Polypropylene 2.0 mil

1 year from ship date when stored in proper conditions 
70° F and 50% relative humidity.

Storage Stability

www.grimco.com • 800.542.9941 | www.grimco.ca • 800.263.1421


